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CHAPTER 1 - CONSTRUCTION DOCUMENTS

Construction documents are the written and graphic documents for administering and
communicating the design elements for a construction contract. Government construction
documents include the following:

A. PROJECT MANUAL.:

1: PRE-BID INFORMATION.- Used to attract bidders and explain procedures for
submitting bids. The forms typically include:

Pre-Solicitation Notice (Standard Form 1417): In addition to being included in
the project manual; this form is sent to prospective bidders and plan rooms. It
helps bidders decide whether to obtain the bidding documents. It also states time,
date, and place of pre-bid site meetings, when applicable. NOTE: We cannot
require bidders to visit the sites.

Instructions to Bidders: This form spells out requirements before and during the
submission of bids. It also describes conditions affecting the award of the contract.

Bidding Document Submittal Instructions: An extension of the Instructions to
Bidders, this document gives detailed instructions for submitting bids on Denver
Service Center construction projects.

Various Notices: The notices explain limitations on who may bid on the project.
Bidding may be open to or limited to one or more of the following: open to both big
business and small business; a 100 percent set-aside for small business concerns;
a 100 percent set-aside for small business and labor surplus area concerns; a 100
percent set-aside for labor surplus area concerns; a 100 percent set-aside for
emerging small business concerns; or a 100 percent set-aside for eligible 8(a)
concerns. Also included is a notice to the prospective. bidder of the affirmative
action goals.

2. FORMS FOR BIDDING.- Used by bidders to submit bids, the forms include:

Solicitation, Offer, and Award (Standard Form 1442): The solicitation portion of
the form tells bidders where to send the bid and the date, time, and place of bid
opening. The offer portion requires the bidder to acknowledge receipt of all
amendments and agree to all provisions of the contract.

Contract Bid Schedule: The bidder proposes prices for performing the work of the
contract on this schedule. A detailed explanation of the contract bid schedule is
included in Chapter 2.

Buy American Act: Informs the bidder what materials are exempt from the Buy
American Act and includes a schedule to be filled out if bidder proposes using



nonexempt foreign materials. The schedule is used to compare the costs of foreign
materials to domestic materials. !'f the foreign material's cost plus 6 percent is lower
than the cost of domestic material, it may be used without further waiver.

Note: Foreign materials may not be specified, except for projects with an
estimated value of $6.5 million or more. Materials are considered foreign
made if more than 51 percent of the end component is manufactured in a foreign
country. Exceptions to the Act may be obtained by submitting a justification
stating why no domestic materials are sufficient for the job to the Contracting
Officer, who will request authorization from Washington. The time frame is
generally 30 to 60 days.

On May 12, 1992, an interim Rule was included in the FAR that allows the
following exception: Emergency life safety systems, such as emergency lighting,
fire alarm and audio evacuation systems, produced as a complete system, shall
be evaluated as a single and distinct construction material, regardless of when or
how the individual component parts of components of such systems are
delivered to the construction site. In other words, if we specify a certain fire alarm
system and the alarm bell is clearly made in a foreign country, it is acceptable
because at least 51 percent of the system was manufactured in the United
States.

Representations and Certifications: Used by the bidder to represent and certify to
various statements required by law and used by the Government to gather
information.

Certificate of Procurement Integrity: Required from the bidder to certify that no
violations of the Office of Federal Procurement Policy Act have been committed by
any party involved in the preparation or submission of the bid. The violations concern
bribes, gratuities, unlawful solicitation or disclosure of information resulting in unfair
advantage in the bidding process, etc.

Bid Bond (Standard Form 24): Guarantees that if the contractor whose bid is
accepted does not enter into a formal. contract, he will pay the Government
liguidated damages, either the amount of the bond, or more commonly, the
difference between his bid and the next lower bid.

3. CONTRACT FORMS

Solicitation, Offer, and Award (Standard Form 1442): The solicitation and
offer portions are used for bidding as explained above, and the award portion
is the contract binding the contractor and the Government to the work.

Performance Bond (Standard Form 25): Guarantees that if the contractor
defaults or fails to perform the work, the surety will complete the work or
provide funding (up to the performance bond amount) for completion.



Payment Bond (Standard Form 25A): Guarantees that if the contractor fails
to pay subcontractors, suppliers, and others providing labor, materials, goods,
and services, they will be paid by the surety.

4. CONDITIONS Of THE CONTRACT

General Provisions: Standard clauses used on all projects establishing how
the project will be administered.

Supplementary Provisions: Job-specific clauses that supplement the
General Provisions.

Labor Standards Provisions: Department of Labor regulations establishing
minimum requirements for contractors working on Government projects.

Definition of Wage Rates: Description of the four work classifications as
defined by the Department of Labor.

Wage Rates Determination: Minimum wages a contractor must pay to his
employees. These are established by the Department of Labor under the
authority of the Davis-Bacon and Related Acts.

NOTE: All of the above, from Pre-Bid Information through Conditions of the
Contract, are requirements of the Federal Acquisition Regulations (FAR), Title
48; Chapters 1 through 53 of the Code of Federal Regulations. Except for
minor modifications for individual projects, wording is standard and cannot be
changed. The Branch of Specifications is responsible for most of this portion of
the project manual. However, specifiers need to be -thoroughly familiar with it in
order to prepare compatible specifications.

5. SPECIFICATIONS: This portion of the contract documents defines administrative
requirements. and quality requirements for products, materials, and workmanship.
Specifications should use Construction Specifications Institute (CSI) format common
throughout the construction industry. This format is covered in detail in the CSI
Manual of Practice, available for purchase through CSI

http://www.csinet.org/s csi/index.asp.

The areas of work described by specifications are classified into 16 divisions.. The
titles are used only in the table of contents and do not appear in section. headings or
text. The division numbers and titles are:

Division 1  General Requirements
Division 2  Sitework

Division 3  Concrete

Division 4  Masonry

Division5  Metals



Division 6  Wood and Plastics
Division 7  Thermal and Moisture Protection
Division 8  Doors and Windows
Division 9 Finishes

Division 10 Specialties

Division 11 Equipment

Division 12  Furnishings

Division 13 Special Construction
Division 14 Conveying Systems
Division 15 Mechanical

Division 16 Electrical

B. DRAWINGS:

Drawings show size and configuration and state what materials are used and where
they are used. The cover sheet includes signed approval and revision boxes, drawing
number, index of sheets and their contents, and the solicitation and project numbers.

The Denver Service Center requires use of NPS-10, Drawing Format and Drafting
Practices Guideline, available from:
http://cadd.den.nps.gov/downloads/Support/RefMan10A.pdf as a guide for drawings.
This is a mandatory requirement.

C. AMENDMENTS (FORMERLY CALLED ADDENDA):

Amendments are used to revise, delete, or add to any of the bidding requirements
during the bidding period. See Chapter 6.

D. MODIFICATIONS (FORMERLY CALLED CHANGE ORDERYS):
Same as an amendment, except used during the contract period.

END



CHAPTER_ 2 - CONTRACT BID SCHEDULE

The contract bid schedule is prepared by the designer. The A/E firm prepares a
Government estimate, based on the contract bid schedule. The estimate is organized with
the CSI breakdown for each bid item listed on the bid schedule. The Branch of Estimating
offers the guide "Requirements for DSC Estimating;" identifying the classes of
construction cost estimates. The estimate is not part of the project manual, but is
distributed to authorized Government personnel by the Branch of Specifications.

PREPARATION OF THE CONTRACT BID SCHEDULE

The simplest way of preparing a bid schedule (see sample) is lumping everything
together in one price (lump-sum). This is fine if the drawings show the exact extent of
work to be performed.

However, there are many times when the extent of work cannot be adequately shown. In
such cases it is not fair to expect the bidders to prepare accurate bids. If they do bid on
the job, they will undoubtedly bid it high to cover anticipated variations in quantities and
then probably request (and receive) extra compensation when the work is performed. So,
if the item of work is measurable, and if it is expected to vary, then unit price is preferred.
The contractor can bid a fair price and will be paid for the actual amount of work
performed. If the work is part of a defined system or structure, then lump sum is preferred.

The sample bid schedule includes standard text. Delete inappropriate statements;
otherwise do not modify the standard text.

Each bid item has an item number listed in sequential order. All measurement and
payment information for these bid items is included in specification Section 01270,
Definition of Bid Items (see sample). The item number, title, and unit of measure shown
on the bid schedule must coincide with the description, measurement and payment
language in specification Section 01270.

List bid items within the base bid, and within each additive or option. Number all bid items
(including additive and/or option items) in sequence from beginning to end. Under Item on
the bid schedule, title option items with letters to avoid confusion with bid item numbers.

Determine quantities of unit price items carefully. Under Federal Acquisition Regulations,
when field-measured quantities vary more than 15 percent from those on the bid
schedule, the contract price is subject to a negotiated adjustment.

When the procurement method is sealed-bid, additives should be used. If the
procurement method is a negotiated procurement, options should be used.

When additives are used, determination of the low Bidder will be made by taking each

Bidder's base bid and adding as many of the additives (taken in the sequence listed) as

gvailabl_edfungs will permit. Only entire additives will be awarded; partial additives will not
e considered.



When options are used, the government reserves the right to award any or no options at
or after the time of award. The period of exercise of options is usually 180 days (time
frame may vary) from the Notice to Proceed. Pricing is evaluated on the best value and
available funding. Options may be awarded in any combination, order, or grouping. For
more information, refer to FAR clause 52.217-5, Evaluation of Options, as prescribed in
FAR Part 17.

END



SAMPLE CONTRACT BID SCHEDULE

SAMPLE CONTRACT BID SCHEDULE
CONTRACT BID SCHEDULE

PARE: Fire Eland National Seashore

OBEvELOPED AREA: Sailors Hawen Miaring

PARE - PhAIS: FIS - 053982

PROJECT TITLE: “Astor Centerand Support 5enices

Molce: ReTer o FAR Clage 52 217-3, Bvalualon oTop ors , ar presabied n FAR 17, Zabml pricirg 5o bare pice ard al op long . Fallue
kodo somay reradsr e proporal uracoep bk on knp o Dems, provlde okl price ondy ; onoond Tprice Tems, provkdes ke oed | price ard

e e kerded amounl, o lem exlile 5o apor bon of Peowork, Indude ke cosls Inarek kd Hem. ncare orermon Ineslersdon pria s, wunll
goems. nocare of emors Inaammalons , be bkalor e comeck d amonb govern, Umllamoonl bowbole dollar s The Goverrmenl

reserve ¢ e dghl o awand arg orreo of lons al o arler b Ine oTaward . A1 b ofi llon o7 e Govemime nl, B perlod o soerche ofop bons
al e proposed pries shall eskerd 120 calerdar days tom e Nole o Procesd. Pridrg @i be svaluakd based on bes eake o e

Gon mmnmen LOop kons may be eaerclied Inany comblralon, order, or grougirg deemed o B dgemenl of be Conbaclrg O e oot r e
bes | advarilbge valoe Ingood ¢ ard sembces 1o P dollar, ~wand wll be made ko oree ot o Inaocordancs wlih e Bralualon Fackors o
Award , Zechklon .

BIO T B UNIT OF _ A OUNT OF
NI BIO ITBW DESCRIPTION QUANTITY MEASLRE UNIT PRICE = BIO
1 Sanitary Sewer <00 LF. 000 = 000
2 Geothermal Wiklls 2600 LF. 0 00 = 000
] Site Wiork 1 Lump Sum hea, = 000
4 Restroom Building 1 Lump Sum L, = Fooo
“isitor Centerand Serice _
] Building 1 Lump Sum A, = F000
G Trelli= Struchure 1 Lump Sum MR = 000
TOTAL PRICE BASE BID (kems 1 through 67- = F000
T OPTION A- Existing il _
with Hill side Tank ) SR oS } Sl
3
OPTIOM B - Relocata _
exizting Bactrical ! Lump Sum HiAs - oo
q OPTION C - Photowttaic _
Systam 1 Lump Sum Rl = ®000
0 OPTIOM D - Building -
Commisioning 1 Lump Sum A, = 000
TOTAL OPTIONS (tems 7 through 107--- = F000
TOTAL PROPOSED PRICE (kems 1 through 107 ----- = 000

Al measurement and payment informmation (for the bid tems listed abowe) iz induded inthe project specifications
Sedtion 01270,

END

Fark/Phdl3 1 CBs-2



SECTION 01270

DEFIMITION OF BID ITENS

FART] GEMERAL
11 DESCEIFTION
A The fdert of this cection iz to eplai, sl wdat is d wdat is oot
rwchaded moabid item, ard the limite or omt-off poirds Adere orwe bid item ads
arud ancther begins .

E. Krwbid item exdets for o portion ofthe woock, cbade the costs i arelated bid
item.

12 EBIDITEMHO.1: SAWITARY SEWEER
A, This bid fem copeists ofthe fetallation ofthe candtary seprer line Tuchdivg all
related wrcaration, bedding, pipiy, Gt ings wnd backfll

E. The septic tank, and all piping and it ngs Telated to the coretnacted wetlarnd
are nchaded ithe Bid Bem Ho 3.

C. Meanmement challbe made by the linear foot from fire feet oxeide of the
taildmyz exterior wrall to the cormection wih the eostmemanhole adjacerdt to
State Bondte 7. Poymeridt challbe made ab the cordrwct Wit price per livear foot.

13 EBIDITEMIO.2: ZEOTHEELLAL WELLS

Lo, The wrork ofthis bid dem core icts of drilligg arnd fetalling rertical groated
Pipigforthe metallation of a newr geothermal well field.

E. Allhorimortal piping oordwctigg wrells ard nond v to the Visitor Cerder i
trwchaded v Bid Bem Mo 3.

C. Meanmemert challbe the quandity of livesr fest of arell opstem tstallsd nrith
each limear foot defimed as 1 Irear foot of drilled well writh 2 Iiear feet of

gronated pipe Fetalled. Paymerd shall be made at the cordract 1mit price per
Livvear foot.

14 EIDITEMHO.3: SITE WORE
Ly, The wrork ofthis bid dem coneists of all site woock except as iderdifed o other
bid iteme . B fcbades all gradivg, paor g, ambiv, atilides to writhi fre ot
of the taild g foctprint, pland ¥z, site amenities and evdrarce sigp.

E. Ho cepamate meanmemert of quardities chall be made . Paymerd. shall be made
at the cordract hmp sumprice .

15 EBIDITEMIO.4: RESTREOON BUILDI G

Park ) (PTISH 01270-1
DEFIMITION OF EID' ITERS



A The wrork: ofthic bid item coneicte ofthe constmuction of the Rectroom
Enildire, mwchiding all related it itity copmections and nnldinge rterior five
SUIDETE S S 10k Syshem,

EB. Accociated cie paringg and freestand g maeopey wadl are fehided i Bid Bem
Ho 3.

C. Mo ceparate meanmem sttt of quaritities chall be made . Paymerd challbe made
at the cordract himp sam price.

145 EBIDITELIHO.5: VISITORE CEWTEE AHD SERVICE ETIILDING

A The words ofthic bid item corweicte ofthe corernaction of the Vicitor Cerder ard
Serrice Baildmg, e hadivgg all related copectiore ard baildire iterior fre
SUIDETE S S 10k Syshem,

E. Accociated cie paring, chadivg the cox aderior terrace, is fuwhuded i Bid
Tem Ho 3.

C. Mo ceparate meanmem sttt of quaritities chall be made . Paymerd challbe made
at the cordract himp sam price.

17 EIDITEMHO.G: TRELLIZ STRUCTUEE

A The words ofthic bid item corweicte ofthe corertnaction of the trellic smuchare
cortectivg the Restroom Baildigs to fhe Visitor Cerder, T hidivg all related
utiliny coprectinme

E. dccociated cie paring and freectand g macorey wall are fwehided in Bid Bem
Mo 3.

C. Ho ceparmte meanmem et of quaridities shall be made, Poymerd chall e made
at the cordract himp sam price.

13 EIDITEMHO.Y: OPTIOH A - EXISTIMG WELL WITH HILLSIDE TAHE

A The wrords ofthis bid item coreists of etallinz a v pomp the et
wrall ard the copstnaction of arwesr elerated hilleide tank: fuchadive allrelated
excamation, bedding, pipine, fittivze, bacdill, tank support souchare, yard
Yopdryid s ared related road repairs along ite pipe Towtingg for correctiom to the
Wsitor Cerider,

E. Ho separate meanmemetd of quardities chall be made . Paymerd shall be made
at the cordract bmp sam price.

12 EBIDITELHO.Z: OPTION B -EELOCATEEXDE TING ELECTRICAL

A The wrord: ofthic Bid Bem cotwicts ofmorr i the oredwad elecrical
traremissiot lines aooss the rort end of the site cbading eocaratior,
heddivg, cotuhrt fittirgzs and hackll.

E. Thewrod ofthis bid item puhades all coste for Copdractor™s subcorimact e
with A1egbwrer Pomrer Compareyr for their remonral of sbandored poles, ard

Parh ), (PSR 01270-2
DEFIMITION OF EID ITEIS



their etallation cfronted tpemicsion livnes i Cordractor-etalled corvhot
arud the installation of 3 berr rane forme T for taildire pomrer.

C. Ho separate meanmem et of qaavdities shallbe made . Poymert challbe mads
at the cordract bimp som price.

110 EBIDITERMHO.%: OPTION C-PHOTOWOLTAIC 575 TEM
A, The wrork ofthic bid ftem coreists ofthe detallation of the photor okaic
eetem on the Besdroom Buailding e hdivg allrelated apportenaes ad
CoFEections .

E. Ho ceparate meanmem et of paardities shall be made  Poymert challbe made
at the cordract bimp som price.

111 EIDITEKMHO.10: OPTION I — BUILDING COMELIS SIOMI

&, Thework ofthic bid #em copeiste of fimnichite baildig commicsionine as
cpecified m Section 17100,

E. Ho ceparate meanmemerd of quardities shallbe made . Paoymerd challbe made
at the cordract himp sum price.

DART2 PRODTCTS HOT TISED.

DPARTZ ENECUTION HOT TISEL.

ENI OF SEC TIOH

Dark ), (PMISH 01270-3
DEFIMITION OF EIL ITERS
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CHAPTER 5 - LANGUAGE AND STYLE

GOVERNMENT CONTRACT TERMINOLOGY:

In a Government contract, the parties to the contract are the Contracting Officer and the
Contractor. The Government representative is always called the Contracting Officer. No
reference is made to the Contracting Officer's representative, project supervisor,
architect, engineer, or owner. The Government makes payments and establishes rules;
the Contracting Officer acts in behalf of the Government and approves actions taken by
the Contractor.

Do not direct specifications to subcontractors; address all statements to the Contractor.

Conditions of a Government contract are General Provisions and Supplementary
Provisions and are not called anything else, such as General Conditions. or Special
Conditions. It is usually not necessary to refer to the General Provisions, since they
apply equally to all work performed under the contract.

1. INSTRUCTIONS TO CONTRACTOR: If possible, tell the contractor what
to do directly, using the imperative mood. Imperative language always indicates that
the contractor is responsible for the action specified. Examples:

Lay pipe on 3 inches of bedding.
Paint metal with red enamel.
Protect materials from damage.
If necessary, use "shall" to indicate that the contractor is responsible.

All joints shall be filled with sealant.
Contractor shall coordinate electrical work with power company.

Use "will" to tell the contractor that someone else is responsible for an action.
Power company will install primary cable
Government will supply stane for retaining wall
Contracting Officer will lay out work.
Payment will be made at the contract unit price.

"Should" means the contractor is advised to take an action, but may choose not to. Use
"should" only when the action is hot mandatory.

Bidders should visit the site to determine the extent of the work.

11



Do not use words such as "must" and "are to" that do not indicate who takes action. In
the following sentences, no legal responsibility is assigned.

Soil must be compacted before foundations are placed
All surfaces are to 6e clean at time of final inspection.

2. WRITING STYLE:

Specifications should be as concise as possible, without repeating information given
on the drawings, in the General Provisions, or in other specifications sections. Make
sure the sections are logically arranged, using CSI standard outline form and
chronological sequence. Use short paragraphs and simple sentences, eliminating
redundant words. Streamline lists of materials and reference standards to increase
readability. The finished project manual should be as uniform as possible in
appearance, language, and format.

Wording should be consistent on the drawings and in the specifications. A "path”
on,the drawings should not become a "trail" in one specification section and a "walk
in another.

Use words that are as specific as possible and that have a common standard
meaning. Avoid the following phrases.

"As indicated on drawings," ‘as shown on drawing," "as specified in the
specification. " Simply say "as shown" for the drawings or "as specified" for the
specifications.

“In accordance with the drawings and specifications " Unnecessary phrase
that applies to all work.

"Except as otherwise specified." This forces the contractor to search for the
"otherwise" and implies that the designer does not know what is in the
specifications. Try to determine what the exceptions are, and tell the contractor
by cross reference where they occur.

"The Contractor shall furnish all labor, materials, and equipment to
complete..." and "the General Provisions and Division 1 are part of the
work of this section.” Some specification writers use these phrases to begin
every section, but that practice is considered redundant at DSC because the
General Provisions define "work". Phrases such as these should never be used
in some sections but not others, because that implies that the sections not using
them are not subject to the same requirements.

Indefinite words and phrases such as "reasonably," "satisfactory,"
"generally,” "workmanlike," "properly," and "standard practice" have no

12



legal meaning. Try to define exactly what satisfactory or workmanlike work is.
Avoid "and/or" and "etc."

Be very careful using the following phrases.

"As approved by the Contracting Officer" and "as directed by the Contracting
Officer.” All work is subject to the approval or direction of the Contracting Officer unless
clearly stated otherwise: Limit these phrases to situations requiring the Contracting
Officer's special attention.

"In writing." Limit this phrase to situations where verbal authority is insufficient.

"At the Contractor's expense." This implies that other work is not at his expense. Use
this phrase, or "at no additional expense. to the Government," only to clarify work such
as testing that could be the responsibility of either the contractor or Government.

3. GENERAL VOCABULARY REMINDERS:

ANY - The word "any" means a limited number selected at the discretion of the reader.
"Repair any cracks" can mean the cracks selected by the contractor, while "repair
cracks" definitely means every crack.

AS NEEDED - Stated "as needed to..." is superior to "as required by..." in cases where
a statement of desired performance follows.

Example: "...as required to make watertight" implies that there exists somewhere
else in the documents a prescriptive statement of what is needed to cause
watertightness. "...as needed to make watertight" states that the contractor is to
take whatever measures are needed (at his initiative and expense) to make it
watertight.

AS PER - Mock Latin for "according to" or "as stated in"; avoid the use of this phrase.

AS REQUIRED - Phrase implies that the requirement follows. It must always be written
"as required by...", "as required in...", "as required to...", or similarly followed by a
preposition and the statement of the requirement. Notes on the drawings frequently
violate this principle.

Example: "Remove window and close up opening as required” is not only
meaningless, but may even cause a contractor to take the position that he does
not have to close up. the opening because no requirement follows. (He is
reading "as required" as "if required” in this case.)

CLEAN - How clean? Broom clean? Vacuumed? Wiped? Polished?

13



EITHER and BOTH - Use of the word "either" implies a choice between two options.
Avoid the use -of "either" such as in "glass sidelights on either side of the door," when
the intent is to have "glass sidelights on both sides of the door."

HEREINBEFORE -A needless word. "As stated before" or similar phrases can eliminate
it in most cases. HEREINAFTER, HEREINUNDER, and HERETOFORE are also to be
avoided.

INSURE, ASSURE, and ENSURE - To "insure" is to issue or procure an insurance
policy. "Assure" is to give confidence to or convince a person of something. "Ensure" is
to make certain in a way that eliminates the possibility of error.

LEVEL..- Parallel to the horizon. If you mean flatness, use the word "plane”.

PROOF - A dangerous suffix in today's climate of consumer protection. The designer,
by stating and supposedly enforcing the requirement, warrants protection. It is better to
say "fire resistant" or 'Tire resisting” than "fireproof'.

REPLACE and FURNISH NEW - "Replace" can mean reinstallation of removed material
as well as furnishing and installing new materials.

4. ADDITIONAL INFORMATION

Abbreviations: On contract bid schedules, common abbreviations such as S.F., C.Y.,
and L.F. are used. Elsewhere in the specifications, limit abbreviations to those with
clearly only one meaning, such as Hz, rpm, or psi.

Symbols: Symbols are subject to misinterpretation and may be inadvertently eradicated
in typing or reproduction. Write out feet, inches, percent, and pounds. Number may be
written No., but not #.

Spelling: Spelling used by the Denver Service Center is based upon Webster's New
Collegiate Dictionary.

Capitalization: Capitalize Contractor, Bidder, Government, and Contracting Officer.
General: Do not underline or capitalize for the purpose of emphasis. Terminate each
section in the specifications portion of the project manual with "END," centered on the

page two lines below the last line of text.

Cross Referencing: Reference other sections as needed but not articles, paragraphs,
or page numbers that may change with subsequent revisions of the specifications.

REMEMBER: CONSISTENCY IS THE KEY

14



CHAPTER 6 — AMENDMENTS

Amendments are issued during the bidding period to clarify, revise, add to, or delete
written or graphic information in the original bidding documents or in previous
amendments.

Changes may be prepared in a rough draft form by teams (final form by A/E's) following
the sample amendment format at the end of this chapter. Use action words such as
"DELETE," "SUBSTITUTE," "CHANGE," and "ADD." List Project Manual items first,
in the order shown in the Table of Contents, then list drawing items in sheet number
order.

If a pre-bid site meeting is held, minutes must be issued to all plan holders as an
attachment to an amendment. Since oral interpretations are not binding, and all bidders
must have access to the same information, the minutes must be an accurate written
record of the meeting for all potential bidders (attendees and nonattendees). Minutes
are for information only and do not in themselves change the terms of the solicitation or
the contract documents: A change to the contract documents resulting from the meeting
must also be specifically addressed by an amendment item. Pre-bid site meeting
minutes should be prepared by the teams in final form.

Changes may be initiated by the COR (Contractiong Officer's Representative), A/E firm,
park; or others, but are always submitted to the Contracting Services Division at DSC
(Denver Service Center) through the COR responsible for the project.

The Contracting Services Division at DSC prints and distributes amendments as
needed and posts on the internet site www.fedbizops.com.
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SAMPLE 1

~ - 1. CONTRACT 1D CODE . |PAGE OF PAGES
- AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT - N/A ] 1.
. 2. AMENDMENT/MODIFICATION NO. S EFFECTIVE DATE 4. REQUISITION/PURCHASE REQ. NO. |5. PROJECT NO. (I applicabie]

6/1/91 : N/A ANPA-111

. NISTERED BY (If other than Item &
7. ADMINIST (If other than Item 6) CODE

1
‘. TESUED BY CODE

National Park Service
Denver Service Center

) {9A. AMENDMENT OF SOLICITATION NO.

8. NAME AND ADDRESS OF CONTRACTOR (No., street, county, State and ZIP Code)
: ' 1443IB200093901

9B. DATED (SEEITEM 11)
May 15, 1991

OA. M(DDDIFICATION OF CONTRACT,

(SEE ITEM ’\

is not ex-

CODE |FACILITY CODE
11. THIS ITEM ONLY APPLIES TO AMENDMENTS OF SOLICITATIONS

@ The above numbered solicitation is amended as set forth in 1tem 14, The hour and date specified for. receipt of OHers D is extended,
tended,

Offers must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended, by one of the following methods:

(8) By completing items 8 and 15, and returning copies of the amendment; (b) By acknowledging receipt of this amendment on each copy of the offer
submitted; or (c) By separate letter or telegram which includes a reference to the solicitation and amendment numbers. FAILURE OF YOUR ACKNOWLEDG-
MENT TO BE RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS PRIOR TO THE HOUR AND DATE SPECIFIED MAY RESULT
IN REJECTION OF YOUR OFFER. If by virtue of this amendment you desire to change an offer already submitted, such change may be made by elegram or
letter, provided each telegram or letter makes reference to the solicitation and this amendment, and is received prior to the opening hour and date specified.

12 ACCOUNTING AND APPROPRIATION DATA (If required)
N/A )

13. THIS ITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS,

‘__ IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14.

W) A. THIS CHANGE O S ISSUED PURSUANT TO: (Specify authority) THE CHANGES SEY FORTH
——~. TRACT ORDER NO. IN- 0A.

8. THE ABOVE NUMBERED CONTRACT/ORDER | NISTRATIVE CHANGES (such as changes in paying office,
appropriation date, etc.) SET FORTH IN ITEM 14, PURS Y OF FAR 43.103(b).

C. THIS SUPPLEMENTAL AGREEMENT IS ENTERED INTO P THORITY OF:

authority)

D. OTHER (Specify type of modificatio,

Wactor D is not, D is required to sign this document and return _________ copies to the issuing offite:

14. DESCRIPTION OF AMENDMENT/MODIFICATION (Organized by UCF section headings, including solicitation/con tract subject matier where feasible.)}

SEE ATTACHMENTS: Schedule of Changes (3 pages)
Pre-Bid Site Meeting Notes (7 pages)
Revised Section 01050 (2 pages)
Section 08300 (4 pages)
Sketch SK-1 (1 sheet)

END
Exa:ep'; astDrovided herein, all terms and conditions of the document referenced in Item 9A or 10A, as h o unchanged and In full force
and effect. )
15A. NAME AND TITLE OF SIGNER (Type or print) ME AND TITLE OF CONTRACTING OFFICER (Type or pri
Q J
B. CONTRACTOR/OFFEROR 15C. DATE SIGNED[16B. UNITED STATES OF A 16C. DATE SIGNED
- - - 8y .
(Signature of person authorized to sign) (Signature of Contracting Officer)

NSN 7540-01-152-8070 30-105 STANDARD FORM 30 (REV. 10-83)
PREVIOUS EDITION UNUSABLE Prescribed by GSA

FAR (48 CFR) 53.243
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SAMPLE 2

ANY PARK NATIONAL MONUMENT
PARK GENERAL

14431B200093901
MAINTENANCE BUILDING
ANPA-111

SCHEDULE OF CHANGES
FOR AMENDMENT NO. 1

TABLE OF CONTENTS
Division 8 - Doors and Windows

1. ADD "08300 Sectional Overhead DOOrS. . . . . . oot e e A

PRE-BID INFORMATION
Pre-bid Conference Minutes

2. ADD the attached minutes of the pre-bid conference. This record is for information only.
Terms of the Solicitation and Specifications remain unchanged as result of the pre-bid
meeting.

CONDITIONS OF THE CONTRACT
Supplementary Provisions

3. Clause 17
CHAI}IGE the time for completion of work from "225 calendar days" to "315 calendar
dC%llfl.STRUCTION SPECIFICATIONS Section 01025

4. Articles 1.3, 1.4, and 1.5 DELETE in entirety.

Section 01050

5. DELETE in entirety, and SUBSTITUTE attached Revised Section 01050.

Section 01510

6. Article 3.2
DELETE in entirety, and SUBSTITUTE

3.2 HEATING AND VENTILATING: Provide and maintain adequate approved

facilities, as required for safety and construction requirements, during the

progress of the work. Provide ample clearance around stoves and heaters and all

chimney and vent connections to prevent ignition of combustible material.
Section 01530

7. Article.2.2 DELETE in entirety.
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Section 08300
8. ADD attached new section 08300
Section 08360
9. CHANGE "R=6 minimum" to "R=12 minimum".

CONSTRUCTION DRAWINGS
Sheet 2

10. DELETE.all notes and symbols concerning flagstone entry wall.
Sheet 5

11. DELETE in entirety.

Sheet 7

12. Detail B

DELETE entire detail.
Sheet 16

13. Room Finish Schedule, Floor Finish, Rooms 01, 02, 03, and 06. CHANGE floor finish to
"TROWELED".

Sheet 19

14. Detail H
DELETE Detail, and SUBSTITUTE new detail as shown on attached Sketch SK-1.

END
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SAMPLE 3

Vecellio and Grogan, Inc.
P.O. BoxV

Beckley, WV 25802
Government Representatives:

National Park Se-vice - Denver Service Center

Rod Keiscome, Contract Administrator

Nellie Lance, Team Captain

Pete Tomka, Section Chief, Construction Branch
Greg Kazel, Project Supervisor

Lisa Turecek, Project Inspector

The purpose of the pre-bid meeting was to familiarize prospective bidders with the site
and locations of various elements of work included in the, project. The contract
documents consist of 92 sheets of drawings and one volume of specifications. The
project consists of one lump sum bid plus three prioritized additives. The estimated cost
range is between 1.0 and 2.5 million dollars. The bid opening will occur on,May 15,
1991 with the award of the contract occurring shortly thereafter.

Rod Keiscome, National Park Service, Denver Service Center - Contract Administrator,
convened the pre-bid site meeting promptly at 2:00 p.m. in the Park Headquarters
conference room, Denver, Colorado. A brief question and answer period was followed
by a visit to the project site. Prior to the start of the meeting, all parties in attendance
signed the sign-in sheet as a record or attendance.

Mr. Keiscome read the description of work listed on the pre-solicitation notice which
described the physical characteristics of the work involved on the Maintenance Building
project (IFB ANPA-111).

The three reports (Historic Flow Data, Geotechnical Report and NPS Explosives Use
Policy) shown under Section 01010 will be issued to all parties listed on the bidders
mailing list.

Mr. Keiscome advised that any remarks or explanations given at the prebid site meeting
by government personnel shall not qualify the terms of the solicitation. In addition, the
terms of the solicitation and specifications remain unchanged unless specifically
changed by subsequent amendment.

Mr. Keiscome then advised all parties that he represented the contracting officer in

Denver and then asked each of the government representatives to introduce
themselves to the group. Following these introductions, Mr. Keiscome advised that Ms.

19



Nellie Lance would be the spokesperson for the government. All technical questions
should be directed to her and no one else. Ms. Lance will repeat the question, so that it
can be heard by everyone. She will either answer the question directly or refer to the
section of the contract documents that answers the questions.

If the question needs to be answered by another member of the governmen, team, Ms.
Lance will defer the question to that individual for direj response. If any question cannot
be answered at the pre-bid meeting, an answer will be given in a subsequent
amendment which will also include the minutes of this meeting.

During the on-site walk through Mr. Keiscome requested that all parties stay together so
that everyone will receive the same information. Three areas were identified as stopping
points due to limited parking on the access road. These three specific points are: 1.
near the entrance of the Access Road adjacent to "Red Dog" Road: 2. Trailhead
Parking Area; and 3. the commercial Parking Area adjacent to the river.

Finally, Mr. Keiscome reemphasized that Ms. Lance would be the government's
spokesperson and again underscored that any answers given by-the government orally
today shall not qualify the terms of the solicitation unless addressed specifically in a
subsequent amendment. Administrative questions were addressed to Mr. Reiscome
prior to him turning the meeting over to Ms. Lance for.:-.the--technical questions and
discussions.

The following questions were raised:

1. Under which labor classification do the various aspects of this project fall -- Building,
Heavy or Highway?

Answer: Refer to the Definition of Wage Rates following the labor standards provisions.
Definitions are given for all four major construction types However, only heavy and
highway are required on this project.

2. What is to be turned in with the bid?

Answer: Refer to bidding document submittal instructions in the specifications.

3. Has an amendment been issued yet?

Answer: No.

4. How stringently will the NPS enforce the requirements for protecting the public that
enters the site from the river from construction hazards?

Answer: The access road from the town of Cunard will be closed to the public during

construction. However, the access road must be passable by government or emergency
vehicles as stated in the specification section 01010 paragraph 1.3.C. The project site
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will also be accessible to the public from the river and appropriate precautions will be
required. See amendment 2 for clarification.

5. On sheet four (4) of the drawings, a reference is made to the removal of wet or
unsuitable material. Will this be compensated for on a unit price basis?

Answer: It was noted that there may be no bid item for over-excavation. It the
Contracting officer approves excavation below the design elevation because of
unsuitable foundation material, an equitable adjustment will be .made. See amendment
2 for clarification.

6. Will there be construction later at or on the on-site spoil area?

Answer: Highly unlikely.

7. Does the contractor have 180 working days or until April 1, 1992 as stated in
specification section 01010?

Answer: See amendment 2.
8. Will the contractor be allowed a winter shutdown?

Answer: Yes. This is included in the construction completion period (see clause 60 in
the general provisions section of the specification for clarification)

9. What are,the requirements for off-site and on-site disposal?

Answer: Trash, refuse and debris of this nature will be required to be disposed of at the
landfill off-site which is approximately 1.5 miles from the town of Cunard. Unsuitable
earthen backfill material, unusable..rocks and boulders and material of this nature may
be disposed of on-site at the designated spoil site. See section 01560- in the
specifications for clarification.

10.What is the time frame for award of the contract after the bid opening?

Answer: Generally, 30 days.

11.What happens to the culvert pipe designated on the drawings "pipe to be salvaged"?
Answer: The salvaged material will be removed from the project site by the park. The
Contracting officer will indicate an appropriate location such as the contractor's
materials storage area for stockpiling of the salvaged culverts. See Section 02071

Article 3.4 for clarification.

12. Are there only ten (10) survey monuments as discussed in section 010307
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Answer: No, the wording reads there will be at least ten monuments and as shown on

sheet R-3 there are more than ten.

13. While the riprap specifications imply that native materials can be used, the hardness
and durability criteria will probably prevent most of the native materials from
qualifying. Will the native sandstone be allowed for use as riprap?

Answer: The Contracting Officer will determine the suitability of onsite materials to be
used as riprap as described in Section 02271 article 1.3 in the specifications. Some
material may not be suitable due to local geathering variations. Refer to Article 2.1 for
imported rock.

14. Will the government require an independent testing laboratory f( quality control or
will a contractor employed, state certified technician k' adequate?

Answer: An independent testing laboratory will be required. Laboratory shall have
technician certified to state standards. See amendment 2.

15. What is the weight and dimensions of the government furnished sign that the
documents require the contractor to install? Is the hardware for this sign furnished by
the government?

Answer: The weight of the sign is unknown, however, the dimensions of:-the sign can
be found on the drawings. The contractor is required to supply the anchor bolts with
nuts and washers. The sign will require 6 or 7 laborers to unload from the delivery truck.
If equipment is used for unloading,, special care must be taken to prevent damage to
the sign. See amendment: 2.

16.Regarding temporary services, will overhead installation of-"electrical power be
allowed to the Government field offices?

Answer: Yes. However, the contractor must comply with the power company
regulations.

17.Will overhead. installation of telephone lines be allowed? Will stringing the lines from
tree to tree be allowed or will temporary poles be required?

Answer: Overhead installation on trees will be allowed. The Government does not
require temporary poles but requires that the contractor prevent damage to trees in
overhead power installation. Also, the Contractor is required to comply with the phone
company regulations.

18. Will burning of construction debris be allowed? What is the concern with burning
even if a permit is required?

Answer: The answer was no at the pre-bid site meeting. However, this has changed.
See amendment 2.
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19. Can tree stumps or other such debris be taken to the local landfill? Answer: It is up
to-the'contractor to coordinate this with the landfill as stated in Section 01560.

20. It is difficult to take off cut and fill quantities from the half sizedrawings issued. Is it
possible to obtain a full size set of cross sections? Answer: Full size prints of the cross
sections will be sent to everyone on the bidders mailing list as a part of amendment 2.

21. A request was made,for additional sets of drawings and specifications.

Answer: All requests for drawings and specifications must be made through Denver
Service Center. (Not to exceed three sets. See presolicitatioj notice.)

22. What is the fax number for bid modifications?

Answer: The fax number is (303) 987-6645. However, item 13 in the pre-solicitation
notice is unchanged.

At this point, the meeting adjourned to the project site. The first stop was at approximate
station 4+35. The town of Cunard, the direction to the landfill and the state highway
were pointed out.

23. Is station 4+35 the closure point for the access road?

Answer: Yes, if Additive C is awarded. If Additive C is not awarded, Station 25+00 is the
closure point.

The.meeting continued to the trailhead parking area which is also used as a bus
turnaround for.the river.outfitters.. It was pointed out that the car-bodies. indicated on
the drawings had been relocated since the drawings had- been issued. Amendment 2
will clarify these relocations and requirements.

24. Is only the concrete used in erosion control structures required to be colored or is all
the concrete used in the project to be colored?

Answer: Only the erosion control material is to be colored. Amendment 2 will delete the
reference to' submittal of a sample for color in section 03310.

25. Are car bodies, rubbish, trash and debris over the slope from the parking area, down
in the drainage required to be removed?

Answer: As shown on the drawings, only those items within the limits of construction
require removal.

The meeting continued to the river access and parking area. The commercial and

private boaters launch and parking areas, the fishing access road, the on-site spoil
area, the vault toilet locations, retaining wall locations, property line and private property
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locations, launching structures, and location of new road between station 100+00 and
the fishing access road were all pointed out. Historic foundations indicated on the
drawings were also pointed out and it was noted that these were not to be disturbed by
construction.

26. Please explain the award process and the determination of the low bidder.

Answer: The lowest bid on the base bid will determine the low bidder provided that the
prospective bidder is responsive to the terms of the solicitation and is determined to be
a responsible contractor. Determination of the low Bidder will be made by taking each
Bidder's base bid and adding as many of the additives (taken in the sequence listed) as
available funds will permit. Only entire additives will be awarded; partial additives will
not be considered.

27. Regarding the selective thinning of trees, can the trees be cut off at ground level or
do all the roots have to come out?

Answer: See Amendment 2.
28. An inquiry was made regarding the significance of the flagging around various trees.
Answer: For bidding purposes, disregard all flagging seen on trees.

29: If all suitable fill material on site is used and fill is still needed, will the Government
pay for import?

Answer: This is a lump sum contract and the contractor is required to determine cut and
fill quantities from the drawings and bid accordingly.

30. What happens if there is a slide during excavation due to Government
designed grades and slopes?

Answer: If slide is due to unstable soil, this may be considered a differing site condition.
Contractor must conduct and protect the work area according to the specifications to
minimize the contractor's risk.

31. Is the on-site spoil area available for use even if Additive B is not awarded?
Answer: Yes.

Concerns were reiterated regarding the possibility of obtaining full-size cross sections.
Questions were asked regarding the anticipated date of issuance of the amendment
containing the 'meeting minutes. This was not determined at the pre-bid meeting but is

generally two or three weeks. Ms. Lance and Mr. Keiscome thanked the participants for
their time and the prebid meeting was concluded at 4:45 p.m.
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SAMPLE 4

SECTION 08300 SECTIONAL OVERHEAD DOORS

PART . GENERAL

1.1 DESCRIPTION: The work of this section consists of furnishing and installing
sectional overhead doors.

1.2 QUALITY ASSURANCE: Provide each sectional overhead door as a complete
unit produced by the same manufacturer, including frames, sections, brackets, guides,
tracks, counterbalance mechanisms, hardware, operators and installation accessories,
to suit openings and head room allowable.

1.3 SUBMITTALS: As specified in Section 01300.

A. Shop Drawings: Show elevation and dimensions of each door type, including
rough in dimensions. Furnish complete data on overhead door operator.

B. Manufacturer's catalog cuts and installation recommendations.
1.4 PRODUCT HANDLING:
A. Delivery: Ship doors and frames in cartons or crates.

B. Storage: Store doors and frames, where directed, on raised supports to prevent
rust and damage.

PART 2: PRODUCTS

2.1 GENERAL.: Specified doors are manufactured by Thermacore Industrial/
Commerical Door, 3200 Reach Road, Williamsport, Pennsylvania 17701, (800) 233-
8992, or approved equal.

A. Overhead door operators to be "job related" to match door size, weight and
standard operating frequency. The doors shall also be provided with chain hoist
assembly as a means of manual operation.

B. Steel Section: Construct door sections from galvanized corrosion resistant
embossed sheet steel no less than 0.016 inch thickness. Door sections to be
manufactured by a continuous foamed-in-place polyurethane lamination process
resulting in a homogenous sandwich of even-textured polyurethane insulation
(density 3.24 Ibs/cu ft) of metal/foam/metal construction to form a section 1-5/8
inches thick. Sections are to be roll formed incorporating a thermal break preventing
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heat or cold conductivity. Joints between sections are to be designed with round
horizontal links to eliminate accumulated water from flowing down the inside of the
door when opened. Sections to be quipped with 16-gauge steel end caps for
bracket and hinge attachment.

1. Finish: Embossed steel panels shall have a baked-on polyester, brown in
color.

C. Weather Seals: Thermoplastic rubber tube seals are to be pitted inside every
joint between the sections to.prevent air infiltration. Provide EPDM rubber sealing
strip at the top section of the door to provide a firm seal against the header when
the door is in the closed position. Provide a highdensity polyethylene jamb seal and
a standard double blade bottom weather seal.

D. Glazing: Glazing material shall be 1/8-inch double thermal acrylic, standard size
glazing (25 inches by 12 inches), two windows per door. Windows to be spaced
horizontally as perv manufacturer's recommendations. Mounting height to be ap-
proximately 5 feet at center of door coordinating with door sections. Seal panes to
door section by an EPDM rubber gasket attached with hot glue to provide weather
tight sealing.

E. Counterbalancing System: Shall consist of the following:

1. Cable Drums: Shall be made of aluminum and have dual locking screws.
Dimensions and types as per manufacturer's recommendations.

2. Springs: T-type, inner diameter of 3-3/4 inches, M-type, inner diameter of 6
inches. Both types shall be heat treated, oil tempered and made from 0'fMB wire
with diameter between 1/4 and 1/2 inch. Provide standard 25,000 cycle springs.
Spring retainers shall be made of aluminum and shall be adjustable.

3. Wind Sleeve: Shall be made of aluminum and shall be adjustable.
4. Center Bearing: Shall be an adjustable component.

5. Shafts: Shall be solid shafts with a continuous 1/4-inch keyway. Size of
shaft diameter as required.

6. Cable: Size as required. Safety factor shall be 8/1.

F. Track System: Vertical 2 inch tracks shall be 0.079 inch thick (14-gauge) ;
horizontal 2 inch tracks shall be 0.098 inch thick (13-gauge). Track channel shall be
faced with pvc. Size tracks and install as per manufacturer's recommendations.

G. Track Channel: As per manufacturer's recommendation. Optional equivalent
spacing shall be 2 x 6 wood.
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H. Hardware: All hardware shall be rust-resistant with zincplated fasteners. Fully
adjustable roller brackets are to be attached to each end cap to provide an easy
adjustment of the door to the jamb for proper seal. The 2-inch rollers shall contain
ten steel ball bearings in case-hardened steel races. The standard lift handle for
outside/inside of door shall be constructed of pvc. Cable drums shall be of cast
aluminum and grooved to receive the proper diameter of cable for the weight of the
door.

I. Accessories:
1. Locks: Exterior cylindrical lock, Schlage brand to match type in use at park.

2. Step Handles: Provide a recessed step plate on the outside of the door with
attaching lift handle on the inside.

3. Weatherstripping: Perimeter weatherstripping shall be commercial perimeter
weather seal, No. WD-210, as manufactured by National Door Supply Co., Inc.,
1700 Hickory Dr., Ft. Worth, Texas 76117, (817) 831-0701, or approved equal.

J. Electric Operators: Shall be Model SFL, 1/2 hp, 230/460 V, 3 phase, a heavy-
duty operator designed to operate standard torsion spring vehicular doors up to
1,000 Ibs with a 1/2 hp motor, as manufactured by Overhead Door Corp., 6750 LHJ
Freeway, Dallas, Texas 75380-9046, or approved equal.

1. Controls: Shall be standard control, a 24V circuit three button "open-close-
stop" wall mounted push-button station.

2. The door operator shall be center-mounted, totally enclosed and__ instant
reversing with automatic reset thermal overload. The reversing contactor shall be
heavy duty electrically and mechanically interlocked. Limit switches shall be
adjustable rotary type synchronized with door when operator is disconnected.
The clutch shall be adjustable disc friction type and the brake shall be solenoid
actuated drum type.

3. Wiring for electric door operators provided in accordance with Division 16000.
PART 3: EXECUTION
3.1 INSTALLATION:
A. Install door, track, and operating equipment complete with necessary hardware,
jamb and head mold stops, anchors, inserts, hangers, and equipment supports in
accordance with final shop drawings, manufacturer's instructions and as herein -

specified. Fasten vertical track assembly to framing at not less than 24 inches on
center. Hang horizontal track from structural overhead framing with angle or
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channel hangars, welded and bolt fastened' in place. Provide sway bracing,
diagonal bracing, and. reinforcing as required for rigid installation of track and door-

operating equipment.

H. Upon completion of installation, including work by other trades, lubricate, test
and adjust doors to operate easily, free from warp, twist, or- distortion and fitting
weathertight for entire perimeter.

PART 4 : MEASUREMENT AND PAYMENT

4.1 SECTIONAL OVERHEAD DOORS: Payment will be included in the bid item for the
maintenance building.

END
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SAMPLE 5
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